12000rpm KMH/MPH LCD  Motorcycle Speedometer  

Specification :

.[image: image1.png][Condition [100% Brand New

[1X Speedometer
Package includes 1 Sensor
[2X Magnetic steel
|Working voltage [s-18v
|Rated voltage [pc12v
[working temperature: [-20-+70C
[storage temperature: [-20- +80°C
|Digital display speed range [o-199km/n (error +10%)
[Needie dispiay rpm range [o-12000rpm (error +5%)
|Digital display odo distance range [0-99999 9km
|Gear indicator |16
[Backignt [Blue
[Instatlation diameter [ocm
[Reignt [5.3cm
[caple Length [12em

[Weignt [34ag





Function :

 switch the display:From ODO to TRIP 
In the condition of ODO ,press the Button [image: image2.png]


 about 3 seconds, then it will switch into the TRIP . In the condition of Trip , Press the button only about 1 second , then it will swith into the ODO .

 How to let the TRIP to be zero clearing :In the condition of TRIP  , press the Button about 3 seconds , then it will be in zero .

Switching between Kilometer and mile  press the Button about 3 seconds , then it will be change from kilometer into mile .

Diagram  :

A .Purple black - RPM   

B.Black-Live from key inition 

C. Light blue- right side signal  

D :dark blue-- high light 

E white yellow - neutral 

F orange-- left side signal 

G Brown - running light 

H Red- direct from battery 

I  Black  white -- speed 

J   Purple ---  conenct the sensor directly 

K  light green-- gear 1

L light green brown -- Gear 2  

M  light green green --  3 

N  light green yellow - 4 

O  light green black -- 5 

P  light green blue -- 6 

Q  green black -- grounding  

R  Green black -- Grounding  

S  blue white -- fuel  level  

